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GIC Tile Latex 
 
Multi Use Water Resistant Latex Additive for Cementitious Mortars 

Uses 
 Suitable as a latex additive for use with Portland 

cement to form high strength mortar. 
 Used for producing modified tile grouts, renders, 

primer coats, etc. 

Typical Applications & Advantages 
 Improves adhesion, chemical resistance & 

flexibility. 
 Improves resistance to impact, thermal shock & 

water resistance. 
 Non toxic, suitable in contact with potable water. 
 Suitable for on site production of adhesives and 

grouts. 

Product Description 
GIC Tile Latex is specially formulated latex 
additive, for use with Portland cement to form high 
strength mortars for the installation of all types of 
Ceramic, Mosaic, Quarry & Marble Tiles. It is also 
suitable for producing modified tile grouts, renders & 
primer coats. GIC Tile Latex is a synthetic emulsion 
containing fungicides and hydrophilic additives. 

Typical Properties 
Appearance      :  Thick white liquid    
Specific Gravity  :  1.005 @ 25 0C  

Technical Support 
GIC provides a comprehensive technical support 
service to specifiers, end users and contractors and is 
able to offer on-site technical assistance. 

Instructions for Use  
Surface Preparation: As with all bonding materials 
surface preparation is of paramount importance. 
Remove all laitance, oil, grease, mould oil, curing 
compound, using a wire brush, brush hammer, or for 
large floor areas use a scabbling machine. Damp 
down surface prior to application of GIC Tile Latex 
modified mortars, ensuring surface is damp, but no 
free water is visible. 

Mixing: All mixing should be carried out in a forced 
action mixer. Charge the mixer with the correct 
quantity of sand and cement, and premix for one 
minute. Pour in the desired quantity of GIC Tile  

 

Latex (premixed with water if necessary), and mix 
for 2 to 3 minutes. Do not over mix. Protect mixed 
material from wind & sun.  
 
Packaging & Storage 
GIC Tile Latex is supplied in 5 litre, 20 litre 
& 210 litre drums and it has a minimum shelf life of 
12 months provided it is stored under cover, out
of direct sunlight. 

Health & Safety Precautions 
GIC Tile Latex does not fall into the hazard 
classifications of current regulations. However, it 
should not be swallowed or allowed to come into 
contact with skin and eyes. Suitable protective gloves 
and goggles should be worn. Splashes on the skin 
should be removed with water. In case of contact 
with eyes rinse immediately with plenty of water and 
seek medical advice. If swallowed seek medical 
attention immediately – do not induce vomiting. 
 
For further information refer to the Material Safety 
Data Sheet available for this product. 

Important note 
GIC endeavors to ensure that the technical 
information contained herein is true, accurate and 
represents our best knowledge and experience. No 
warranty is given or implied, as GIC has no control 
over the conditions of use and the competence of any 
labor involved in the application are beyond our 
control. 
 
As all GIC technical data sheets are updated on a 
regular basis it is the customer’s responsibility to 
check that the product is suitable for the intended 
application, and that the actual conditions of use 
are in accordance with those recommended. 
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